
Bench Scale
CAS CK200 series is designed for static check-weighing 
operations along with other bench weighing applications 
from general purpose to wash-down. Suitable for use in wet 
and harsh industrial environments due to its fully stainless 
steel construction that offers durability and cleanliness.

•  IP67 Dustproof & Waterproof

• All stainless steel construction

   (SUS Indicator & Loadcell)

• Highly-legible LED display

• 3 colored check-weighing lights(CK200SC)

• Built-in rechargeable battery

3 colored check-
weighing lights

IP67 Dustproof & 
Waterproof

Adjustable indicator
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CK200 SERIES  | Bench Scale

FEATURES
•  IP67 Dustproof & Waterproof
•  All stainless steel construction
•  Highly-legible LED display
•  3 colored check-weighing lights (CK200SC only)
•  Built-in Rechargeable battery
•  Waterproof cable connectors
•  Adjustable indicator

OPTIONS
•  Printer(DLP-50/DEP-50)

CAS BLDG., # 440-1, SUNGNAE-DONG,
GANGDONG-GU, SEOUL, KOREA

TEL_ 82  2  2225  3500
FAX_ 82  2  475  4668
http://www.globalcas.com
Specifications are subject to change for improvement without prior notice.
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Unit :mm

DIMENSIONS

TECHNICAL DATA

Model CK200S CK200SC Check-weighing

Max. Capacity (kg) 30 60 150 30 60 150

Readability (g) 10 20 50 10 20 50

Display 6 digit 1inch LED

Check-weighing lights - 3 colored LED

Operating Temp. -10°C ~ +40°C 

Power DC 12V adaptor & 6V Pb Rechargeable battery

Battery life/charging time Approx. 30/12 hours

Platter Size (mm)WxD 280X280 400X520 280X280 400X520

Dimensions (mm) WxDxH 293X366X510 4400X610X778 293X366X510 4400X610X778

Product Weight (kg) 8.8 20.5 8.8 20.5

Specifications

3 colored check-weighing lights (CK200SC)
3 different colored lights indicate the comparison results 
of UNDER (yellow), OK (green) and OVER (red) for a fast and 
effective check-weighing result verification.

IP67 all Stainless steel construction
CK200 series functions even in the harshest and wettest environments 
due to it fully stainless steel construction (IP67 - SUS Indicator, 
Load cell &  Platform).

Waterproof connector & Rechargeable battery
Waterproof power and RS-232 cables 
allow the CK200 series to be safely used 
in wet environments. Easily connect and 
disconnect the cables, this along side 
its built-in battery allows the scale great 
mobility. 
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